
Benchtop Ultrasonic Baths

The new Guyson benchtop ultrasonic bath range, oīers 
powerful cleaning in a reliable, aīordable package. 

Available in seven sizes from 2 litres to 45 litres, all models 
feature an easy to use LCD display, dedicated heater 
control, drain tap (apart from GUK-2) as well as stainless 

steel basket and lid.

Ideal for the laboratory, or workshop use where precision 
cleaning is needed. ApplicaƟons such as Electronics, 
Medical, Dental and OpƟcal can all beneĮt from ultrasonic 
cleaning.

Features

•	 Stainless Steel Tank

•	 Large LCD Display

•	 Drain Valve

•	 HeaƟng FuncƟon

•	 De-Gas FuncƟon

•	 Memory FuncƟon

•	 Sleep Mode

•	 Adjustable Power

•	 Sweep FuncƟon

BeneĮts
•	 Eĸcient Cleaning

•	 Low Ultrasonic Noise 

Emissions

•	 Clear LCD Screen

•	 Quick Start

•	 Energy Saving

•	 Safe

•	 Durable

•	 Reliable

ApplicaƟons
•	 General Laboratory

•	 Instruments

•	 Glassware

•	 Hospital SterilisaƟon

•	 Electronics

•	 Service Departments

•	 Jewellery

•	 Mobile Phone Repair

•	 Auto Repair
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Benchtop Ultrasonic Baths

Contact

FM 38758 OHS 595776

UK
Guyson InternaƟonal Ltd.
Snaygill Industrial Estate
Keighley Road
Skipton, North Yorkshire
BD23 2QR

T: +44 (0)1756 799911

E: info@guyson.co.uk

France
Guyson SA
ZAC des Portes de l’Oise
2 rue Henri Becquerel

BâƟment B7
60230 Chambly

T: +33 (0)1 30 28 43 16

E: contact@guyson.fr

Distributed By:

guyson.co.uk

TECHNICAL DATA
GUK-2 GUK-3 GUK-6 GUK-15 GUK-22 GUK-30 GUK-45

Unit Size (L x W x H) mm 180 x 165 x 240 265 x 165 x 235 330 x 180 x 310 360 x 330 x 330 530 x 330 x 340 530 x 330 x 390 530 x 330 x 490

Tank Size (L x W x H) mm 150 x 135 x 100 240 x 135 x 100 300 x 150 x 150 330 x 300 x 150 500 x 300 x 150 500 x 300 x 200 500 x 300 x 300

Basket Size (L x W x H) mm 145 x 132 x 87 224 x 130 x 85 280 x 135 x 110 300 x 270 x 128 468 x 263 x 130 468 x 263 x 170 468 x 273 x 280

Tank Capacity (Litres) 2 3.2 6.5 15 22 30 45

Ultrasonic Power (WaƩs) 70 120 180 360 480 600 720

HeaƟng Power (WaƩs) 100 200 500 700 1000

Frequency 40 kHz

Timer 1 - 99 Minutes

Temperature Range 20°C  - 60°C

Mains input / frequency 220/240V  50/60 Hz  

Drain facility None these models feature a side mounted drain tap

Weight (kg) (including box) 2.8 4.5 6.1 12.2 15.4 16.9 22.6
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